
The cellular connected VIBE sensor provides cost 
effective plug and play condition monitoring with 
embedded vibration and temperature sensors.

Easy global connectivity via the embedded IoT 
gateway -  you simply unpack, mount, and start 
monitoring in minutes. 

Get access to any device or machine from anywhere 
in the world at any time for real-time data and 
alerts.

Global cellular connectivity

 
Data analysis of equipment 
vibrationand auto learning 
condition baseline

Temperature monitoring

Customizable alerts and reports
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183 countries

Battery life-span up to

1 year
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Embedded cellular connectivity in 



COMMUNICATION
•	 4G LTE with global coverage
•	 GPS (optional)
•	 Embedded cellular connectivity in 183 countries

MOUNTING & DIMENSIONS
•	 Mounts directly to equipment via threaded adaptors 

(included): ¼ NPT [US Kit] & G1/4, G3/8, and G1/2 thread 
(EN733) [EU Kit]

•	 Magnet base sold separately
•	 2.4” x 1.3”, 4” tall
•	 60mm x 33mm, 100mm tall 
•	 Robust glass filled nylon-66 cover IP67

STANDARDS
•	 FCC Part 15
•	 RoHS
•	 PTCRB, VZW
•	 Class 1- Div1 T1 hazardous locations

OPERATING TEMPERATURE
•	 -22° to + 158°F / -30° to + 70°C

MEASUREMENTS
•	 3-Axis vibration monitoring [Inch/Sec, mm/Sec]
•	 Temperature [°F] and [°C]
•	 Battery voltage [V]

EDGE COMPUTING
•	 Rotating equipment: RMS, FFT, and run time
•	 Oscillating equipment: Stroke count, stroke rate, and 

run time

POWER (BATTERY)
•	 1 year @ 12 samples / hour and 2 uploads / day 
•	 3x replaceable Energizer L91 AA batteries 

USER INTERFACE
•	 AMI Central™ cloud via Internet browser
•	 Mobile AMI apps: iOS and Android

Specifications:
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